|1 — QUTSIDE DIAMETER
OF LARGER PIPE

NON—SHEAR TYPE
"C—T" ADAPTER

[T— OUTSIDE DIAMETER
OF SMALLER PIPE

CUT AND REMOVE
BELL OF EXIST.
PIPE

N\

@STAINLESS STEEL

STRAP

"C—T" PIPE ADAPTER

PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

N.T.S.
"C—T" PIPE ADAPTER
EXIST.
STUBOUT P
Y VNEW MAIN //// /’T‘\Q\
—_— —_— -~ - 7
7
CLASS "B"” CONCRETE COLLAR CUT AND REMOVE // )\)’XREMOVE
BELL OF EXISTING - _ EXISTING CLEANOUT
PIPE /gy _
-
7
EXIST. MAIN 7
AT STUBOUT _
N.T.S. I £
1~ 3
| i~
NEW MAIN
“C—T" PIPE ADAPTER
AT CLEANOQUT
N.T.S.
NOTE:
THIS DETAIL FOR USE ONLY WHEN NEW MAIN
WILL NOT MATE WITH EXISTING MAIN JOINT DUE
North Central Texas Council of Governments TO DIFFERENT DIMENSIONS OR MATERIALS AND A
STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD MANHOLE IS NOT REQUIRED.
DRAWINGS DATED NOV. ’96, WITH LOCAL EXCEPTIONS.
S STANDARD CONSTRUCTION DETAILS 2. e
COPPELL SANITARY SEWER 501., 502., 702.
S x BAE MAIN TIE-IN AT CLEANOUT OR STUBOUT STANDARD DETAIL
SRR 5010
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS
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UNPAVED LOCATION

¢ PAVED LOCATION
| .
| MIN. |F A —TOP OF PIPE & | 2" (4 SQUARE)
T /—NON-SHRINK = 2 | BLOCK OUT IN PAVED
< A erouT = NON_SHRINK GROUT AREAS, IF REQUIRED A\
7~ A 1 —SPRING LINE i< COATING, WHEN NOT I B
. 2 IN PAVING | (_
= : | -
[win] z STD. CAST IRON MANHOLE %
= FRAME, COVER & RANPAN L T
SN AS SPECIFIED BY CITY. N
% SEE DETAIL -
PRE—CAST BASE 2 v . |
NTS. o USE PRECAST CONC - - =
< /4" LIMESTONE GRADE RINGS, NON SHRINK x|
RéCK FOUNDATION GROUT AS REQUIRED AND Clw -
CHIMNEY SEAL TO ADJUST ™ %o _
GEOTEXTILE MATERIAL TO GRADE. x| %
S,TUBOUTS TO BE MIN. UNDER ROCK SEE DETAIL < <§':
5" LONG SUPPORTED BY - =
EMBEDMENT SPECIFIED USE O-RING RUBBER GASKET—__ o 0|3
IN PLANS. STUBOUTS . AND RAMNEK SEAL, TYP. F ! i
TO BE GROUTED AT W2 SEE DETAIL %)
M.H. WITH NON SHRINK z4 A~ LTy
GROUT. STUBOUTS TO z o INTERMEDIATE RISER el 8 (=
BE FITTED WITH WATER S F RAMNEK \ w8 3|«
TIGHT PLUG OR CAP 3z _\ 4 5 OR 6 el <|B
Ll - A l-
_a ) ‘ AS SPECIFIED Elws e
EE i: = < =
5 N—0—RING ES _ =
T 1] LY S| w=Z s =
=\ Clg= B3 =2
Ll | m 0n|=
Z Su Zlw ES-
L Q—RING & RAMNEK DETAIL RS |5
/ N.T.S. Zo wl C
T L . e
E olz
S A=
L
BASE RISER WITH "BUTT END” INTEGRATED I L | = F|2
INTO THE CLASS "F” CONC. BASE \ <o
5 MIN - MIN. SLOPE L |
: 1:12 \ 2|0
SPRING LINE T |z
\ . ' "
INTERNAL MANHOLE e, e o
CHIMNEY SEAL(S). AS - L
REQUIRED TO COVER ALL . 6” MIN.

GRADE RINGS.

STAINLESS STEEL MANHOLE INSERT
INSTALLED IN EACH MANHOLE UNLESS
OTHERWISE APPROVED BY CITY ENGINEER.

APPROVED DEVICES:

1. S.S.I. SewerShield

2. Approved Equal

STUBOUTS TO BE A MIN. OF 5’—/
LONG WITH A CONCRETE CRADLE
FROM THE SAME POUR AS BASE

NOTES:
1.

STUBOUTS TO BE FITTED
WITH A WATER TIGHT
PLUG OR CAP j
5

UNDER THE ENTIRE LENGTH

TR

N 12" S Z
v RE
N E

— (=

FIRST MAIN LINE JOINT TO BE A MIN. OF &
LONG WITH CONC. CRADLE (FROM SAME POUR

XGEOTEXTILE MATERIAL UNDER ROCK
CLASS "F” CONCRETE

INTERNAL MANHOLE

CHIMNEY SEAL
REQUIRED METHOD

COMPRESSION BAND

One piece uneven—legged channeled compression band, fabricated from
corrosion resistant 16 ga. stainless steel conforming to ASTM A—240 (AISI
type 304). The band shall compress the rubber sleeve against the inside
surface of the manhole frame and chimney and allow a minimum range of
adjustment of 2” on the diameter.

TOOL SLOTS
= o I
/ St ————
— LOCKING
S D TAB
‘ TAB
SLOTS
= “‘s\s\ = U.S. Patent # 5,496,128

ll ] = E
| A =
EXTENSION AUBBER =

EXPANSION  SLEEVE
- BAND

RUBBER SLEEVE

The rubber chimney seal sleeve shall be furnished in either 8—3}" or 10"
width to suit manhole conditions. Extension sleeves shall be used as
required. Material physical characteristics shall conform to ASTM C-—923,

as modifled, with a minimum thickness of &'

EXTERNAL MANHOLE

CHIMNEY SEAL
USE ONLY WITH CITY APPROVAL

PHYSICAL PROPERTIES:
Tensile Strength..........ccceeuurennnee. 1200 psi

Elongation at Break..... 350% mini
MANHOLE INSERT AND SEAL DETAIL AS BASE) UNDER THE ENTIRE LENGTH. Hardnese (Durometer).. .45 & 5
N.T.S. 2. IF FALSE M.H. BOTTOMS ARE REQUIRED, THEY SHALL 3/4” LIMESTONE ROCK FOUNDATION Accelerated Oven Aging..........Max. 15% decrease of tensile, 20% of
’ slongation . ) o
EEDC%'\\INSGTRﬁgTEg‘]’Ol(;\ISTALLED AND REMOVED PER APPROVED RESILIENT PIPE=TO— gg:nn;g;lslﬁﬁsgggffi ......... gg%w:arllzl')\(t Ido::relgs;M of sulphuric acid
: ’ : ’ MANHOLE CONNECTOR OR GASKET Water AbSOrption.......ccceereeerenene Max. 10% increase by weight
" , Ozone Resistance.............oom. Rating 0
3. SANITARY SEWER LINES 24" DIA AND LARGER REQUIRE SEQ&NE%RETFEIPE OTHER THAN CLAY Ozone Resance e ot g0 ot —a0C
A MIN. 5 DIA MANHOLE. . Tear Resistance.......ccceceurueennnee 200 Ib. f/in.
Spli St L1 I 180 bend with isibl ti
Nort Centa Texas Counat of Covemments 4. LOCATE MANHOLE PER STANDARD CONSTRUCTION DETAIL 5170. ~AST_|N—PLACE BASE pIiee SHeng one Wi o Yisle separation
£ 1 NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
"~ DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS. N.T.S.
[ STANDARD CONSTRUCTION DETAILS EEQERSE%%:‘
COPPELL SANITARY SEWER 501., 502., 702.
> 5 & % . STANDARD DETAIL
/N | ADD "IF REQUIRED” TO BLOCK OUT DIMENSION, SWL JUL. 06 e F MANHOLE: PRE-CAST
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS 5020
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ADJUSTABLE FRAME <31 ROOF OPTIONS [=> FRAME CAST IN CONCRETE

PAVED LOCATION UNPAVED LOCATION N.T.S. INTERNAL MANHOLE
’ ’ (E
BLOZCK(“(-)U?'QILIJ\IAE?VED I CRIMNE Y _SEAL
/\ AREAS, IF REQUIRED ! % REQUIRED METHOD
) | STD. CAST IRON MANHOLE FRAME, COVER & COMPRESSION BAND
o) = | RAINPAN AS SPECIFIED BY CITY,.SEE DETAIL R
'l_ -ﬁl 1/2" NON SHRINK GROUT E One piece uneven—legged channeled compression band, fabricated from
= -1 / - | corrosion resistant 16 ga. stainless steel conforming to ASTM A—240 (AlSI
“:‘ £ COATING WHEN NOT IN PAVING =c\l type 304). The band shall compress the rubber sleeve against the inside
= = 24" 24" — surface of the manhole frame and chimney and allow @ minimum range of
§ % f% USE PRECAST CONC adjustment of 2" on the diameter.
GRADE RINGS, NON SHRINK
><' o [ ¢ GROUT AS REQUIRED AND 1’
< <§( CHIMNEY SEAL TO ADJUST
= & FOR 5 & 6’ DIA. M.H.’S TO GRADE.
[ h SEE TRANSITION DETAIL SEE DETAIL TO0L SLOTS
N ©
[ /l/ CLASS "F” CONCRETE
Ao ,////_-MONOUTHC POUR Z UL UT
T1%% 7 — A
wd  Zs== . -
o< » 4" DIA M.H.= S o LOCKING
o | g SLOTS
5'9 AN ' 2= _ U.S. Patent # 5,496,128
- | - . 8" WALL 5 DIA M.H.= = ]l 5 oy E o~ e
©C _|ET 30"—42” |.D. = i L E
= o == _ = =
Ss Z|<< SPRING LINE : s 24” 2 -~/ =
:EE S|aa 8" WALL 6" DIA M.H.= :%g & E—y EXTENSIION =
K E _— . 42"—54" |.D. TOP OF PIPE i A A ., 5 f EXPANSION %‘ﬂ??&? ___F
9, MIN. % 0vo w2 B
i - ] A
0 L~ Z N bo ‘y
i 12 oD oo
$ N 12" MIN — RUBBER SLEEVE
" ) N The rubber chimney seal sleeve shall be furnished in either 8—3" or 10"
l = I 127 MIN. =z 5_-0" & 6-0" width to suit manhole conditions. Extension sleeves shall be used as
TR = 8” MIN. required. Material physical characteristics shall conform to ASTM C-923,
_/ \_ " R as modifled, with a minimum thickness of &'
GEOTEXTILE MATERIAL 3/4” LIMESTONE ROCK FOUNDATION M
UNDER ROCK 1 4
NOTES TRANSITION DETAIL FOR

INTERNAL MANHOLE
CHIMNEY SEAL(S). AS

REQUIRED TO COVER ALL
GRADE RINGS.

STAINLESS STEEL MANHOLE INSERT
INSTALLED IN EACH MANHOLE UNLESS
OTHERWISE APPROVED BY CITY ENGINEER.

APPROVED DEVICES:

1. S.S.I. SewerShield

2. Approved Equal

MANHOLE INSERT AND SEAL DETA

1. WHERE M.H.’S ARE IN "PROPOSED”
PAVING, FRAME & COVER SHALL BE
SET 23" BELOW THE PROPOSED
PAVEMENT GRADE.

2. IF FALSE M.H. BOTTOMS ARE REQUIRED
THEY SHALL BE CONSTRUCTED,
INSTALLED AND REMOVED.

PER CONSTRUCTION STANDARD 5100.

5 & 6’ DIA. M.H.'S
N.T.S.

APPROVED RESILIENT PIPE-TO—
MANHOLE CONNECTOR OR GASKET
REQUIRED FOR PIPE OTHER THAN
CLAY OR CONCRETE.

3. SANITARY SEWER LINES 24" DIA AND LARGER

REQUIRE A MIN. 5’ DIA MANHOLE.

4. LOCATE MANHOLE PER STANDARD

I CONSTRUCTION DETAIL 5170.

N.T.S.

North Central Texas Council of Governments

FIRST MAIN LINE JOINT TO BE A

MIN. OF 5 LONG WITH CONC. CRADLE
(FROM SAME POUR AS BASE) UNDER
THE ENTIRE LENGTH.

STUBOUTS TO BE FITTED
WITH A WATER TIGHT
PLUG OR CAP

\STUBOUTS TO BE A MIN. OF 5

5 LONG WITH A CONCRETE CRADLE

MIN. FROM THE SAME POUR AS BASE

UNDER THE ENTIRE LENGTH

STUBOUT CONNECTION

EXTERNAL MANHOLE

CHIMNEY SEAL
USE ONLY WITH CITY APPROVAL

PHYSICAL PROPERTIES:

Tensile Strength..........ccceeuurennnee. 1200 psi

Elongation at Break....... +.350% minimum

Hardness (Durometer).... ....45 £ 5

Accelerated Oven Aging. ...Max. 15% decrease of tensile, 20% of
elongation
Chemical Resistance..........
Compression Set........
Water Absorption....

....No weight loss in 1M of sulphuric acid
....25% max. decrease
..... Max. 10% increase by weight

Ozone Resistance........cccevvvemeannnns Rating O

Low Temperature Brittle Point..No fracture at —40°C

Tear Resistance.......cccoeeveeeenee 200 Ib. f/in.

Splice Strength......cccoeviiinnenieies 180 bend with no visible separation

Q NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD N.T.S.
< DRAWINGS DATED NOV. 96, WITH LOCAL EXCEPTIONS.
R STANDARD CONSTRUCTION DETAILS S0 SPEC.
COPPELL SANITARY SEWER 501., 502., 702.
A\ ADD ”"IF REQUIRED” TO BLOCK OUT DIMENSION, SWL JUL. 06 f s s 2 r MANHOLE: CAST-IN-PLACE STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS 5030




North Central Texas Council of Governments

STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.

36"

15" (5)
30" (8")

{

ADJUSTABLE FRAME <=3 ROOF OPTIONS [=> REINFORCED CONCRETE SLAB

5 N.T.S.
PRESSURE—TYPE MANHOLE FRAME AND COVER 43S AT 6"
. /_ WITH BOLTED COVER, OR AS SPECIFIED BY CITY. 0.C. E.W.
© MANHOLE FRAME SHALL BE CAST ST
i - N T - IN ROOF W/ CONTINUOUS POUR FROM BASE ? L_\L\_I o [
b 24" <1 » [ T K
5| Y|zl 24 CONSTRUCTION JOINT WITH "
i B A ., N KEY WAY WATERSTOP, AND B ‘
1. 4 6" MIN. ¢ #3'S AT 12" 0.C. EXTENDING /I/
N E 9” INTO WALL (NOT REQD
‘y FOR 5 & 6’ DIA. M.H.'S FOR CONTINUOUS POUR) SECTION A—A
& SEE TRANSITION DETAIL NTS
5 & 6 & MIN. ¢ #3'S AT 6” 0.C., E.W.
A /CLASS "F” CONCRETE
MONOLITHIC POUR
4 2| 8" MIN. 4 A A
TRANSITION DETAIL FOR <
5 & 6’ DIA. M.H.’S 7| 8" M. 5 &6
N.T.S.
M.H. LID SHOULD
12 BE IN LINE WITH
MIN. UPSTREAM PIPE
P -1 WHERE POSSIBLE
2 )
N 12" MIN. ROOF STEEL LAYOUT
| R [ 112" MiN. N.T.S.
GEOTEXTILE MATERIAL _/ \— 3/4” LIMESTONE ROCK FOUNDATION
UNDER ROCK
APPROVED RESILIENT PIPE—TO
—MANHOLE CONNECTOR OR GASKET
REQUIRED FOR PIPE OTHER THAN
CLAY OR CONCRETE.
/l/ I-] STUBOUT TO BE FITTED
NOTES _ WITH WATERTIGHT
, ) ) STOPPER OR CAP
1. WHERE M.H.’S ARE IN "PROPOSED _ . STUBOUTS TO BE
PAVING, FRAME & COVER SHALL BE A MIN. OF 5 LONG
SET 23" BELOW THE PROPOSED WITH CONC. CRADLE
PAVEMENT GRADE. (FROM SAME POUR)
FIRST MAIN LINE JOINT TO BE A UNDER ENTIRE LENGTH
2. IF FALSE M.H. BOTTOMS ARE REQUIRED ,
THEY SHALL BE CONSTRUCTED, MIN. OF 5 LONG WITH CONC. CRADLE STUBOUT CONNECTION
INSTALLED AND REMOVED. (FROM SAME POUR AS BASE) UNDER TS
ENTIRE LENGTH. s

PER STD. DWG. NO. 5100.
3. LOCATE MANHOLE PER STANDARD CONSTRUCTION DETAIL 5170.

| STANDARD CONSTRUCTION DETAILS

COPPELL SANITARY SEWER

. MANHOLE: PRESSURE TYPE

=

STD. SPEC.
REFERENCE

501., 502., 702.

PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

NO.

LOCAL EXCEPTION BY DATE ' CITY OF COPPELL DALLAS COUNTY, TEXAS

STANDARD DETAIL

5050




TURBINE VENTILATOR—FIBERGLASS 4@
OR ALUMINUM WITH NYLON BUSHINGS L

)
12 GAUGE STAINLESS
STEEL STRAPS
- |Z
©|3
o
6" D.l. PIPE ————— b=
l_
1o
~
<+
90"
BEND

N
\ 6" GALVANIZED STEEL PIPE

APPROVED RESILIENT PIPE-TO-
MANHOLE CONNECTOR OR GASKET.

North Central Texas Council of Governments

PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

o S ko
I STANDARD CONSTRUCTION DETAILS S0 .
COPPELL SANITARY SEWER 501., 502.
P MANHOLE: VENTED TYPE STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE ) CITY OF COPPELL  DALLAS COUNTY, TEXAS 5060




GAS SEALED STANDARD

DROP CONNECTION DROP CONNECTION
N.T.S. N.T.S.

A s e

REVERSE 45°
WYE ONLY \ ,

REVERSE 45'
/ WYE ONLY

< I 4
| o |
—
\ (TYP.P
45° BEND 45° BEND
z
‘ s
n |
11— 4" MIN. - - 1 6" MIN.
] = —
— | g — CLASS "F”
6" MIN, —s—t—f = l / CONCRETE
,
4
/ x 4 MIN. —~1—1—= 90" LONG
CLASS "F” RADIUS BEND
CONCRETE
CLASS "F” CONCRETE
BASE 12" THICK
NOTE: NS 6} | [— /
1. PIPE MATERIAL SHALL BE SDR 35 P.V.C . UNLESS »
OTHERWISE SPECIFIED. [ — — —— — £——J—l——/£ 127 MIN.
90" LONG 2 i
2. DROP CONNECTION MANHOLE MAY BE USED ONLY RADIUS BEND - — 127 MIN.
WITH APPROVAL OF THE CITY ENGINEER. B 038 S I025 I8 SIS T 0[5 I0 5 I0 .5 J0 o0 I Ja IO o)
I S S A A R A SN AL N - PN
o QP IAAHRA 0 "0 00 70048007 a0, 30 9SRA0S
°d°a Qdoc\boﬂsq 230498 3J°a0Y9a04°g80d°a 0dg°g 0 d

ROCK FOUNDATION J \— GEOTEXTILE

PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

MATERIAL
° mmﬁeﬁz‘; " @mm:TANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
5 DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.
R STANDARD CONSTRUCTION DETAILS S e
COPPELL SANITARY SEWER 501., 502., 702.
s og MANHOLE: OUTSIDE DROP CONNECTIONS | STANDARD DETAL
NO. LOCAL EXCEPTION BY DATE ' CITY OF COPPELL DALLAS COUNTY, TEXAS 5070
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NOTE:
1. FLOW LINE OF SURCHARGE LINE NORMALLY PLACED
AT TOP OF EXISTING SANITARY SEWER LINE UNLESS

NOTED OTHERWISE ON PLANS.

2. DROP CONNECTION MANHOLE MAY BE USED ONLY
WITH APPROVAL OF THE CITY ENGINEER.

North Central Texas Council of Governments

Ah“‘—::‘ NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
5 DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.

J

WEIR
(SEE |DETAIL)

/P.V.C. PIPE

4

S
! .~ 3/8" DIA. STAINLESS STEEL
P.V.C. PIPE STRAP SET IN
PIPE CONCRETE ﬂ
|\ N.T.S,
\ SEE MANHOLE STANDARD
DRAWINGS FOR ADDITIONAL
N
GROUT DETAIL OF M.H.
o
P.V.C. 90° BEND
I |
ELEVATION REMOVE PORTION OF DROP
N.T.S. PIPE TO CONNECT AS SHOWN

0

WEIR DETAIL

N.T.S.

STANDARD CONSTRUCTION DETAILS

T HE . -€1ITY - .-0F

COPPELL SANITARY SEWER

= MANHOLE: INSIDE DROP CONNECTION

NO. LOCAL EXCEPTION

BY

STD. SPEC.
REFERENCE

501., 502.

DATE CITY OF COPPELL DALLAS COUNTY, TEXAS

STANDARD DETAIL

5080




GROUT MANHOLE
BOTTOM TO SLOPE
AS SHOWN.

MANHOLE
FOOTING

FLOW

MANHOLE
A = A
|
L
D
S
\|
=
(@]
|
L
T = WALL THICKNESS
D = MANHOLE DIAMETER
PLAN d = PIPE DIAMETER
N.T.S.
—s 1 1 S
NOTE: T D T
REFER TO MANHOLE

STANDARD DRAWINGS
FOR ADDITIONAL

PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

DETAIL OF M.H.
T r -
° LA g,
. A
4
North Central Texas Council of Governments S ECTl O N A _ A
Q‘ NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD N.T.S.
"< DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
[ STANDARD CONSTRUCTION DETAILS EE,,D-&-RS’E%EC%
COPPELL SANITARY SEWER 303., 502.
SR« PAETY MANHOLE: LINE INTERSECTION STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS 5090




INSTALLATION REMOVAL

FALSE MANHOLE BOTTOM SHALL BE FURNISHED AND NYLON ROPE FALSE MANHOLE BOTTOM SHALL BE REMOVED
INSTALLED IN ALL MANHOLES CONSTRUCTED IN HANDLES AFTER THE FINAL APPURTENANCE ADJUSTMENT
ADVANCE OF PAVING. THESE FALSE MANHOLE INSPECTION. THE PAVING CONTRACTOR AND

BOTTOMS WILL BE INSTALLED AT A TIME DIRECTED 3/4" PLYWOOD OWNER’'S REPRESENTATIVE WILL COORDINATE THE
BY THE ENGINEER BUT WILL USUALLY BE AFTER ALL | REMOVAL OF THE FALSE MANHOLE BOTTOMS.
WORK IS COMPLETED ON THE WASTEWATER

SYSTEM INCLUDING THE AIR TEST, BUT PRIOR TO THE
FINAL INSPECTION. n - _}_

AN 3" LONG) WyBOLTS INSTALLATION AND REMOVAL POSITION

N.T.S.

5/8" HOLES FOR
7 1/2” NYLON ROPE
HANDLES
e - o

/

D_3"

PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

5/8” HOLE FOR 1/2" D = INSIDE DIAMETER
NYLON ROPE HANDLES OF MANHOLE
PLAN VIEW
N.T.S.
North Central Te{as Council of Governments
Im“‘—.; NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
Qﬂi DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
STD. SPEC.
[ STANDARD CONSTRUCTION DETAILS REFERENCE
COPPELL SANITARY SEWER
s L e MANHOLE: FALSE BOTTOM STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE ' CITY OF COPPELL DALLAS COUNTY, TEXAS 5100
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UNPAVED LOCATION

PAVED LOCATION

€
L ! =
S |2’ (4 SQUARE) =
= w | &
NON_SHRINK GROUT .
g% COATING, WHEN NOT | Bﬁ?%ﬁv%T ©
3o IN PAVING I AREAS
> STD. CAST IRON MANHOLE
=z FRAME, COVER & RAINPAN (,JE?I:‘_I
o AS SPECIFIED BY CITY. =
© = SEE DETAIL /
Yo
Z
s USE 2 PRECAST CONCRETE—" |
. GRADE RINGS, NON SHRINK
n ¥ GROUT AS REQUIRED
TO ADJUST TO GRADE.
SEE DETAIL
"'7/"7"" ——] ., 18" PVC PIPE W.A.D. ACCESS
3/4" LIMESTONE ROCK™_| RISER WITH REMOVABLE CAP.
bR LENGTH VARIES WITH DEPTH
OF SANITARY SEWER LINE
CONNECT W.A.D. TO SANITARY
Y\ SEWER PIPE WITH WATER TIGHT
L RESILIENT SLEEVE
REMOVABLE 18" PVC
PIPE PLUG CLASS "B” CONCRETE POLYETHYLENE WASTEWATER
ENCASEMENT ACCESS DEVICE
STAINLESS STEEL MANHOLE INSERT
INSTALLED IN EACH MANHOLE UNLESS
OTHERWISE APPROVED 'BY CITY ENGINEER. CONNECT W.A.D. TO SANITARY
APPROVED DEMCES: - . SEWER PIPE WITH WATER TIGHT
1. S.S.I. SewerShield F=====3 RESILIENT SLEEVE
2. Approved Equal SEWER LINE EMBEDMENT : .
AS SPECIFIED\ —\
MANHOLE COVER AND W.A.D. ACCESS RISER DETAIL /
N.T.S. | |
ar Cr
T | -
] I
JL JL

NOTES:

1. FIRST MAIN LINE JOINT TO BE A MIN. OF 5
LONG WITH CONC. CRADLE (FROM SAME POUR

AS BASE) UNDER THE ENTIRE LENGTH.

2. IF FALSE M.H. BOTTOMS ARE REQUIRED, THEY SHALL
BE CONSTRUCTED, INSTALLED AND REMOVED PER
STD. DWG. NO. 5100.

3. SANITARY SEWER LINES 24" DIA AND LARGER REQUIRE
A MIN. 5' DIA MANHOLE.

4. LOCATE W.A.D. MANHOLE COVER PER STANDARD CONSTRUCTION DETAIL 5170.

North Central Texas Council of Governments

Ah“‘—:: NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
5 DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.

\GEOTEXTILE MATERIAL UNDER ROCK
3/4” LIMESTONE ROCK FOUNDATION

CUT AS REQUIRED FOR 67,8",10" OR 12"
SANITARY SEWER PIPE. 8" PIPE SHOWN.

PROFILE VIEW

N.T.S.

STANDARD CONSTRUCTION DETAILS

THE .CITY . -0F

SANITARY SEWER

A NEW STANDARD CONSTRUCTION DETAIL. SWL JUL. '06

COPPELL

& TGN K

WASTEWATER ACCESS DEVICE (W.A.D.)

NO. LOCAL EXCEPTION BY DATE

STD. SPEC.
REFERENCE

501., 502., 702.

CITY OF COPPELL DALLAS COUNTY, TEXAS

STANDARD DETAIL

A 5105
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H'|4|5|6|7|8]|9]|10{11]12[13|14]|15]|16|17[18|19]| 20| H’
Y [10(12(14]17]|19]|22|24|27| 29| 31| 34|36|39| 41|43|46 (48| Y’
A
YI

CLEANOUT BOOT OPENING TO

BE INSTALLED CENTERED OVER

THE CENTERLINE OF THE CLEANOUT
STACK EXTENDED TO GROUND LEVEL.

CLEANOUT BOOT #339
/(CLASS "B” CONCRETE

CLASS "B” CONCRETE

2'—6" X 21_0" X 6"
FOUNDATION

- | 6" CLEANOUT STACK

22 1/2° BEND
CLASS "B” CONCRETE

0|

FOR ROCK DITCH:
CLASS "A” EMB.

TO BE A REDUCER TO 6"

\\FOR EARTH DITCH: 1171
USE CLASS "A” EMB. FOR D.l. PIPE
USE CLASS "A—1" EMB. FOR P.V.C.

1ST. JOINT FROM 22 1/2 ° BEND

IF MAIN IS LARGER THAN 6"

\WATER TIGHT I
REMOVABLE PLUG 1

i

T*CLASS "B” CONCRETE

A SECTION A—A
. N.T.S.
NOTES: PROFILE VIEW
1. CLEANOUTS MAY BE LOCATED IN PAVING OR SIDEWALKS WITH N.T.S.
APPROVAL OF THE CITY ENGINEER.
2. REFER TO THE CITY OF COPPELL WATER UTILITIES LIST
OF APPROVED MATERIALS AND PRODUCTS FOR APPROVED
BRANDS AND MODELS OF CLEANOQOUTS AND RELATED ITEMS.
3. IDENTIFY CLEANOUT LOCATION PER STANDARD CONSTRUCTION
DETAIL 5170.
North Central Te{as Council of Governments
¥ : NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
5 DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
[ STANDARD CONSTRUCTION DETAILS Sl Shre
COPPELL SANITARY SEWER 501.,502.,504.,702
> 4 . CLEANOUT STANDARD DETAIL
el 5110
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS
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EXISTING SANITARY
SEWER PIPE

PVC SANITARY SEWER TAPPING
SADDLE W/ STAINLESS STEEL STRAPS
/1
e
\ )
PROPOSED 4" RESIDENTIAL
SANITARY SEWER SERVICE LATERAL

A PROPOSED RESIDENTIAL SERVICE

CONNECTION TO EXISTING SEWER PIPE
N.T.S.

—— MO'I4 d

NOTES:

1.

10.

1.

CLEANOUT CASTING TO BE FURNISHED AND PLACED PER SPECIAL CONDITIONS. IN VEHICLE g

TRAFFIC AREAS AND FOR COMMERCIAL MAINLINE LATERALS, SANITARY SEWER CLEANOUT
SHALL BE OF CAST IRON.

SLOPE OF LATERAL TO BE 1:50 MINIMUM UNLESS INSTRUCTED OTHERWISE BY CITY.

. THE SANITARY SEWER LATERAL SHALL BE CONNECTED TO BUILDING LATERAL AND CONSTRUCTED

IN SUCH MANNER AS TO CLEAR EXISTING UTILITIES AND PROPOSED FACILITIES
SUCH AS STORM SEWER MAINS, PAVING, SIDEWALKS, RETAINING WALLS, ETC.
VERTICAL BENDS (22.5° MAX.) MAY BE USED IF APPROVED BY CITY.

. THE MAINLINE LATERAL CONNECTION TO THE PRIVATE BUILDING LATERAL SHALL BE

AS CLOSE TO THE PROPERTY LINE AS POSSIBLE.

. INSTALL TEMPORARY PLUG AT PROPERTY LINE IF BUILDING LATERAL DOES NOT EXIST.

SUBSTITUTE 4" FOR 6" FITTINGS IF PLANS OR SPEC. COND. CALL FOR 4" LATERALS.

THE CLEANOUT STACK & CASTING MAY BE PLACED IN THE PARKWAY, VEHICLE TRAFFIC
AREAS OR SIDEWALK, IF NECESSARY.

"STANDARD” SERVICE CONNECTIONS APPLY WHEN TRENCH IS LESS THAN 7’ DEEP.
"DEEP” SERVICE CONNECTIONS APPLY WHEN TRENCH IS MORE THAN 7' DEEP.

DESIGN OF SERVICE LATERALS LARGER THAN 6” DIA. SHALL BE REVIEWED
ON A PROJECT SPECIFIC BASIS.

IDENTIFY CLEANOUT LOCATION PER STANDARD CONSTRUCTION DETAIL 5170.

—— MOIA d

WATER SERVICE, LOCATED

AT CENTER OF LOT

IDENTIFY LOCATION PER
STANDARD CONSTRUCTION DETAIL 4210

PROPOSED
PAVEMENT

6” MIN.
PER SIDE

14

———r— /—BEND /

M |
— ] M—%ER ———3— — §3
E =
R Ll ¥
2%
x <
<O
Ea
/7 /7 e =
—— ] — e
Nl Nl =
4" CLEANOUT
MODEL #404 OR ATL—1504 >

5w

PLAN VIEW Q=

N.T.S : &~

Pl =m|J_J o RED VINYL TAPE
yn }/ WITH WOOD STAKE
PROPOSED <8 GROUND LINE
CONCRETE WALK ©g [1:50 MIN. SLOPE
o 12" A_‘

| —
w

COMPACTED NATIVE—/ \ )
MATERIAL BACKFILL

4” SANITARY SEWER LATERAL
LENGTH VARIABLE

—
]

4" MINIMUM
6" MAXIMUM

|
1:50 MIN. SLOPE /f

SANITARY
SEWER

Nt

\FUTURE 4"

| T\\C

MAIN \\

\WYE CONNECTION TO

\SANITARY SEWER EMBEDMENT

SEE STANDARD CONSTRUCTION

DETAIL 3050

SANITARY SEWER MAIN

CLASS "B” CONCRETE
ENCASEMENT

4" SWEEP TEE W/

CLASS "B” CONCRETE
ENCASEMENT

SANITARY SEWER LATERAL—STANDARD CONNECTION

OR 6" SANITARY

SEWER SERVICE LATERAL

INSTALL TEMPORARY PLUG
MIN. 5" PAST PROPERTY LINE

12. ALL SANITARY SEWER PIPE IN THE PUBLIC R.O.W. OR EASEMENT MUST BE GREEN IN COLOR.
N.T.S.
North Central Te{as Council of Governments
¥ : NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
Q,; DRAWINGS DATED NOV. ’96, WITH LOCAL EXCEPTIONS.
[ STANDARD CONSTRUCTION DETAILS Sl Shre
COPPELL SANITARY SEWER 501., 502., 702.
> 4 STANDARD DETAIL
A\ ADD RESIDENTIAL SERVICE DETAIL. SWL JUL. ‘06 N F STANDARD SERVICE CONNECTION
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS 5120
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—— MO 6

EXISTING SANITARY
SEWER PIPE

PVC SANITARY SEWER TAPPING
SADDLE W/ STAINLESS STEEL STRAPS

NOTES:

1. CLEANOUT CASTING TO BE FURNISHED AND PLACED PER SPECIAL CONDITIONS.

N

A PROPOSED RESIDENTIAL SERVICE

\PROPOSED 4" RESIDENTIAL

Nl

SANITARY SEWER SERVICE LATERAL

CONNECTION TO EXISTING SEWER PIPE

N.T.S.

IN VEHICLE

TRAFFIC AREAS AND FOR COMMERCIAL MAINLINE LATERALS, SANITARY SEWER CLEANOUT
SHALL BE OF CAST IRON.

2. SLOPE OF LATERAL TO BE 1:50 MINIMUM UNLESS INSTRUCTED OTHERWISE BY CITY.

3. THE SANITARY SEWER LATERAL SHALL BE CONNECTED TO BUILDING LATERAL AND CONSTRUCTED

IN SUCH MANNER AS TO CLEAR EXISTING UTILITIES AND PROPOSED FACILITIES
SUCH AS STORM SEWER MAINS, PAVING, SIDEWALKS, RETAINING WALLS, ETC.
VERTICAL BENDS (22.5° MAX.) MAY BE USED IF APPROVED BY CITY.

4. THE MAINLINE LATERAL CONNECTION TO THE PRIVATE BUILDING LATERAL SHALL BE
AS CLOSE TO THE PROPERTY LINE AS POSSIBLE.

5. INSTALL TEMPORARY PLUG AT PROPERTY LINE IF BUILDING LATERAL DOES NOT EXIST.
6. SUBSTITUTE 4” FOR 6" FITTINGS IF PLANS OR SPEC. COND. CALL FOR 4" LATERALS.

7. THE CLEANOUT STACK & CASTING MAY BE PLACED IN THE PARKWAY, VEHICLE TRAFFIC
AREAS OR SIDEWALK, IFF NECESSARY.

"STANDARD” SERVICE CONNECTIONS APPLY WHEN TRENCH IS LESS THAN 7’ DEEP.
"DEEP” SERVICE CONNECTIONS APPLY WHEN TRENCH IS MORE THAN 7' DEEP.

10. DESIGN OF SERVICE LATERALS LARGER THAN 6" DIA. SHALL BE REVIEWED
ON A PROJECT SPECIFIC BASIS.

11. IDENTIFY CLEANOUT LOCATION PER STANDARD CONSTRUCTION DETAIL 5170.

12.

North Central Texas Council of Governments

ALL SANITARY SEWER PIPE IN THE PUBLIC R.O.W. OR EASEMENT MUST BE GREEN IN COLOR.

—— MOT4 d

WATER SERVICE, LOCATED
AT CENTER OF LOT

PROPOSED
PAVEMENT

6” MIN.
PER SIDE

oJ

IDENTIFY LOCATION PER
STANDARD CONSTRUCTION DETAIL 4210

SANITARY

SEWER
MAIN

BEND
45° MAX._\

M |
e )= o=
o E
n
Ez
<3
Ea
Ve e Z..
—— &3 1 3
Nl a

4" CLEANOUT

MODEL #404 OR ATL-

PLAN VIEW

N.T.S.

PROPOSED
CONCRETE WALK

1504

PROPERTY
LINE

~

4” CLASS "B”
CONCRETE

;

1 211

RED VINYL TAPE
WITH WOOD STAKE
GROUND LINE

1:50 MIN. SLOPE

COMPACTED NATIVE—/ \ /

MATERIAL BACKFILL

LENGTH VARIABLE

Y“-” SANITARY SEWER LATERAL

[

——'———

4" MINIMUM
6’ MAXIMUM

\—WYE CONNECTION

SANITARY SEWER

\CLASS "B” CONCRETE

\

1:50 MIN. SLOPE

N

L 7\

TO
MAIN

\SANITARY SEWER EMBEDMENT

SEE STANDARD
DETAIL 3050

CONSTRUCTION .,
4" SWEEP TEE W/

CLASS "B” CONCRETE
ENCASEMENT

\FUTURE 4" OR 6" SANITARY
SEWER SERVICE LATERAL

INSTALL TEMPORARY PLUG
MIN. 5 PAST PROPERTY LINE

SANITARY SEWER LATERAL—DEEP CONNECTION

N.T.S.

R T e Erzties STANARD ENCASEMENT
IR STANDARD CONSTRUCTION DETAILS 2D SPEC.
COPPELL SANITARY SEWER 501., 502., 702.
/| _ADD RESIDENTIAL SERVICE DETAIL. SWL JUL. 06 Nl i DEEP SERVICE CONNECTION STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE ) CITY OF COPPELL DALLAS COUNTY, TEXAS 5130
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NOTE:

SANITARY SEWER LATERALS AND C.0.'S

ARE TO BE CONSTRUCTED TO CLEAR

EXISTING AND PROPOSED FACILITIES, SUCH

AS STORM SEWER MAINS, PAVING, RETAINING
WALLS, OTHER UTILITIES, ETC. THE SANITARY SEWER
LATERAL SHALL HAVE A MIN. COVER

OF 4’ BELOW THE PROPOSED CURB GRADE
AT THE PROPERTY LINE, OR AS REQUIRED

TO MAINTAIN A MINIMUM OF 2.00% GRADE, OR
AS DIRECTED BY THE CITY.

North Central Texas Council of Governments

12" BELOW PROPOSED
TOP OF SIDEWALK AS
DETERMINED FROM

PAVING GRADE

PROPOSED WALK
9 \
% a o ¢

%OF PAVING.
I %/ INSTALL
& TEMPORARY

T N SRS PLUG
— ! L= F=7 .
ELEVATION AT ——" L2 CoMPACTED AS
PROPOSED TOP OF CURB _ = SPECIFIED OR
4" PIPE STACK 67]__|67]{INUNDATED "4
(VARIABLE)  Z A1 SAND °
= [
- |
N Fk B=20 22 1/2°
o BEND

SANITARY SEWER
MAIN

22 1/2°BEND

SANITARY SEWER LATERAL

WITH CLEANOUT, LENGTH VARIABLE
SEE STANDARD CONSTRUCTION
DETAIL 3120 OR 35130

PROPOSED LATERAL DETAIL
N.T.S.

EXISTING PAVEMENT
EXISTING

GROUND

4" LATERAL CLEANOUT
CASTING TO BE FURNISHED AND
INSTALLED UPON COMPLETION

CONC. WALK

PROPOSED SANITARY SEWER MAIN

COUPLING TO BUILDING
SANITARY SEWER LATERAL

4” MIN.

BUILDING
SEWER
LATERAL

+
CLASS "B" CONC.

6" ADAPTER
6"+ LONG

EASEMENT
FOR TEMP
WORKING

E\| SPACE AS

| REQUIRED. |
| G,i |

NOTES:

1.

CLEANOUT TO BE INSTALLED ON
PROPERTY LINE EXCEPT AS REQUIRED
TO AVOID CONFLICT WITH EXISTING OR
PROPOSED FACILITIES IN WHICH

CASE THE LOCATION SHALL BE
DETERMINED BY THE CITY.

SUBSTITUTE 4” FOR 6" FITTINGS
IF PLANS OR SPECIAL CONDITIONS
CALL FOR 4" LATERALS.

Qm‘v NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
o DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
| STANDARD CONSTRUCTION DETAILS STD. SPEC.
SANITARY SEWER 501., 502., 702.

COPPELL

&

NO.

LOCAL EXCEPTION

BY

DATE

LATERAL REPLACEMENT PRIOR TO PAVING

CITY OF COPPELL DALLAS COUNTY, TEXAS

STANDARD DETAIL

5140
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Q“‘ NOTE:

DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.

STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD

OUT OF PAVEM ENT‘

IN PAVEMENT

N.T.S.

EX. MH. FRAME & COVER
TO BE REMOVED &
REPLACED W/ TOP SOIL

OR SOLID SOD
z
NI l)
olo /
= /

= / /
<19 /

/

Olw /
=|(m 7} /
= !/

NATIVE MATERIAL COMPACTED

TO A DENSITY NOT LESS
THAN 90% (95% IN PAVEMENT)
STANDARD PROCTOR DENSITY.

SAND AND/OR GRAVEL COMPACTED

TO A DENSITY NOT LESS\
THAN 90% (95% IN PAVEMENT)
STANDARD PROCTOR DENSITY.

CLASS "B” CONCRETE
TO A POINT 1" ABOVE
TOP OF PIPE

PRIOR TO POURING
CLASS "B” CONCRETE.

Y

N.T.S.

EXISTING MANHOLE COVER TO BE REMOVED

/EXISTING PAVEMENT AND SUBGRADE

|
F== VA
£ [
o
0 b
) oz
< O
—H=
©S
+ O
~
PLUG WITH CLASS
“B” CONCRETE
EX. SANITARY SEWER MAIN
/—FLOWABLE FILL, 2:27, C.T.B. OR APPROVED EQUAL
L1
//

/ EX. SANITARY SEWER MAIN

I | O I )

TO BE PLUGGED
A

EXISTING CONC.
BASE

TO BE PLUGGED WITH CLASS "B”

CONCRETE PRIOR TO POURING
C.T.B. OR 2:27 CONCRETE

STANDARD CONSTRUCTION DETAILS

THE .CITY . -0F

SANITARY SEWER

COPPELL
e L * MANHOLE ABANDONMENT IN AND OUT OF PAVING

- 9

NO.

LOCAL EXCEPTION

BY

STD. SPEC.
REFERENCE

504., 702.

DATE

CITY OF COPPELL DALLAS COUNTY, TEXAS

STANDARD DETAIL

5150
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2'

CONCRETE ENCASEMENT (LENGTH WILL VARY‘\J

N

NE

>
%

FINISH GRADE
WORKING POINT
/ 5,
TRANSITION COUPLING— A MAX.
P.V.C . PIPE—\ w~|Z B
= —

DIRECTION OF FLOW

TR

.

i

N O* jll]l[’/ ©

THICK CONCRETE COLLAR CENTERED\J
ON COUPLING, SEE SECTION 'C-C’

DUCTILE IRON PIPE
(CLASS 52 OR AS SPECIFIED)

NORMAL W.S.

/ /

ANSITION COUPLING
P.V.C . PIPE
/ Sininininid
) | I
o
LNy ER R TN
=T
| >~
SECTION A—A
NTS

(2) 2-1\2” x 1/4” STRAPS

#4 TIE BARS ON 8" CENTERS

WITH SITE AND BANK SLOPE CONDITIONS) SJz  TYPE 304 STAINLESS STEEL
IN NO CASE SHALL THE ENCASEMENT BE sSI2 WITH (2) 7\8” & HOLES
LESS THAN 8 FEET. / = =] (2) 7\ OUTSIDE DIAMETER
Z|z OF PIPE + 12
/ o
ol =
/ / o /7(4) 3/4" ¢ x 127 2_|° BOLTS
{ ! < WITH NUT AND WASHER
OUTSIDE DIAMETER OF 2 CT)EPEQ%?GAEEQ'TNLESS STEEL
COUPLING + 24" W L
NOTE: e
CONSTRUCT MINIMUM WIDTH OF COLLAR ALONG f;' TéI-I:ENBTlAI-EI;SS ON o &
PIPE=2" (1’ EACH SIDE OF JOINT). TYR
NOTES: s
T . ™—(3) LAYERS OF GRAPHITE
1. DUCTILE IRON PIPE SHALL BE CLASS 52 MINIMUM, OR AS L © IMPREGNATED 50# FELT OVER
SPECIFIED BY THE CITY ENGINEER. PIPE WALL THICKNESS S, 1” OF NON—SHRINK GROUT
SHALL BE ADEQUATE FOR THE SIZE AND SPAN AS DESIGNED. ¥ FOR BEARING SURFACE OF
= PIPE
2. PIERS SHALL PENETRATE A MINIMUM OF 6’ FEET INTO ROCK s+ ™
OR BLUE SHALE. <9 #4 BENT BARS, 8” OCEW
_
3. WHERE SOILS ARE NOT STABLE, A STEEL CASING SHALL BE W <
USED ON THE DRILLED PIER SHAFT. ®3 (2) #4 BENT BARSJ F \ o
2 EACH FACE, 12"
4. MATERIALS SHALL CONFORM TO THE STANDARD © —|4; (T?E)s#cg ngPS]TVCVI'_'THW#E‘ S;'R’QEAT
SPECIFICATIONS AND/OR LOCAL EXCEPTIONS. i NOTE: N TURNS. ToP AND BOTTO(M)
/ I ALL EXPOSED EDGES SHALL 18" DIA
5. NUMBER OF PIERS AND SPACING WILL VARY WITH OUTSIDE DIAMETER OF (4) #4 BARS EACH FACE HAVE A 1” X 45° CHAMFER. - -
LENGTH OF SPAN. TRANSITION COUPLING PIER MIN.
(4) #4 BENT BARS EACH FACE SECTION B—B
North Central Texas Councl of Governments SECT|ON C_C NTS
£ NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD NTS
_,55 DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
STANDARD CONSTRUCTION DETAILS STD. SPEC.
REFERENCE
COPPELL SANITARY SEWER 303., 501., 702.
= ) 4 & i AERIAL CROSSING STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS 5160
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CLEANOUT LID
NO PAINT
\ # *

CONCRETE PAD
e H

W/
¥

RED PAINTED

¥ ow

RECTANGULAR FRAME w W W

N

SANITARY SEWER CLEANOUT IDENTIFICATION

NOTES:

N.T.S.

1. IDENTIFICATION LETTERS SHALL BE CHISELED OR CUT INTO THE
FACE OF THE CONCRETE CURB AND IN LINE WITH MANHOLE

OR CLEAN—OUT LOCATION.

LETTERS SHALL BE 3” HIGH X 3" WIDE

BY APPROXIMATELY 1/8" DEEP.

2. PAINTED RECTANGULAR FRAME SHALL EXTEND 1" BEYOND

IDENTIFICATION LETTERS.

North Central Texas Council of Governments

o

NOTE: STANDARDS ARE ADOPTED FROM

THE NCTOG STANDARD

DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.

FACE OF CURB

W

MANHOLE LID
PAINT RED

%

RED PAINTED
W RECTANGULAR FRAME

/ FACE OF CURB

SANITARY SEWER MANHOLE [DENTIFICATION, ADJACENT TO CURB

N.T.S.
A

MEEEN [,

W R
H
w [ Al

) ¥

RED PAINTED

RECTANGULAR FRAME

\ FACE OF CURB

SANITARY SEWER SERVICE IDENTIFICATION

N.T.S.

NO.

LOCAL EXCEPTION

BY

DATE

TTTTTTTTTTT

COPPELL

STANDARD CONSTRUCTION DETAILS 2D SPEC.

M.H. & CLEANOUT LOCATION AND IDENTIFICATION 804.

CURB LETTERING AND COLOR CODING STANDARD DETAIL

CITY OF COPPELL DALLAS COUNTY, TEXAS 5 1 70
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North Central Texas Council of Governments

SANITARY SEWER

GENERAL NOTES AND TESTING

SANITARY SEWERLINE MINIMUM DIAMETER SHALL BE 8.
LATERALS SHALL HAVE A MINIMUM DIAMETER OF 4”7,

SERVICE

SANITARY SEWERLINE INSTALLATIONS MAY BE SUBJECT TO INFILTRATION  TESTING,

EXFILTRATION TESTING, MANDREL TESTING AND LOW PRESSURE AIR TESTING IN

ACCORDANCE WITH THE TEXAS ADMINISTRATIVE CODE RULE 317.2.

ALL SANITARY SEWERLINE INSTALLATIONS SHALL HAVE A TV EXAMINATION

PERFORMED. A COPY OF SAID EXAMINATION SHALL BE PROVIDED TO THE

CITY FOR REVIEW PRIOR TGO ACCEPTANCE OF THE SANITARY SEWERLINE

BY THE CITY.

MANHOLES SHALL BE VACUUM TESTED IN ACCORDANCE WITH
NCTCOG CONSTRUCTION METHOD 502.1.5.2. A

SANITARY SEWERLINE INSTALLATIONS THAT CROSS OR CLOSELY PARALLEL A

WATERLINE SHALL BE DESIGNED IN ACCORDANCE WITH THE TEXAS ADMINISTRATIVE

CODE RULE 317.2.

SANITARY SEWERLINE EMBEDMENT SHALL BE IN ACCORDANCE WITH THE CITY OF
COPPELL STANDARD CONSTRUCTION DETAILS FOR SANITARY SEWERLINE EMBEDMENT.

Q NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
< DRAWINGS DATED NOV. 96, WITH LOCAL EXCEPTIONS.
R STANDARD CONSTRUCTION DETAILS S0 SPEC.
COPPELL SANITARY SEWER 502.
A\ CHANGED CONSTRUCTION METHOD TO 502.1.5.2. SWL JUL. '06 . F GENERAL NOTES AND TESTING STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS 5180




